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Scrotal Ultrasound 
Training Phantom

Model 504A

Testicular ultrasound is the primary imaging method for 
evaluating disorders of the testicles caused by cystic and 
solid masses, trauma, inflammation and torsion. Testicular 
ultrasound is also used to evaluate causes of infertility and 
locate undescended testis.

The CIRS Model 504A Scrotal Ultrasound Training phantom 
provides an anatomically accurate phantom for hands-on 
training on testicular ultrasound exams without the need for 
live volunteers. The phantom allows students to gain valu-
able practice time in a non-stressful setting.

Using the Scrotal Ultrasound Training phantom, the 
testicles and epididymis can be examined by moving the 
ultrasound transducer over the scrotum. The phantom also 
includes a 10 mm intratesticular mass to provide trainees 
with experience in identifying masses.

Features

 •  Teaching tool for diagnostic scanning of the testicles

 •  Anatomically accurate model of penis, scrotum, testicles 
           and epididymis 

 •  Intratesticular mass

 •  Internal and external anatomical landmarks
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Computerized Imaging Reference Systems, Inc. has been certified by UL DQS 
Inc. to (ISO) 13485:2016. Certificate Registration No.10000905-MP2016.
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SCROTAL ULTRASOUND TRAINING PHANTOM Model 504A

DIMENSIONS: 35 cm x 17 cm x 17 cm

PHANTOM WEIGHT: 1.2 kg (2.65 lb.)

MATERIALS: Z-Skin™ elastomer, Zerdine®

Testicle with intratesticular mass

MODEL 504A INCLUDES
Scrotal Ultrasound Training Phantom

User Guide 

12-Month Warranty*

*Please note: once any device has been inserted into the phantom (such as 
biopsy needles, localization wires, etc.) the 12 month warranty will not cover 

claims related to material desiccation or needle tracking.


